Best Practices for Bridge Deck Overlays by Nantung, Tommy E. & Frosch, Robert J
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Preparation, primer, membrane, protection layer, tack coat, asphalt
Preformed sheet vs. liquid applied
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In New England states and Canadian provinces it was first recognized that water and chlorides were being 
trapped under asphalt overlays.  As a solution membranes were installed.
1960’s ‐ Moisture trapped under asphalt overlays
1972 FHWA Mandate
1970’s ‐ States split over membrane merits
Maine, Massachusetts, Montana, Ohio, Rhode Island, Vermont and West Virginia all have specs for 
waterproofing membranes.
29 states (58%)
North East
Midwest
South
West
Some states that claim to “use” membranes only use them as last resort options (Kansas and Illinois)
States in the US have always been sharply divided over the merits of waterproofing membranes, and the ones 
that use membranes are divided over what systems are best.
14 states have approved products 
lists
34 different proprietary products
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thermofusible SBS modified bitumen membrane with granulated surface
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After 2 years of service, all of the bridge decks received a 9 (excellent condition) and the 
wearing surface received either a 7 (good condition) or 8 (very good condition)
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Many failures have been observed in the Midwest
Most demanding installation procedure
Installations can require long lane closures
Substantially increases dead load
Proper drainage of the asphalt overlay is difficult to achieve
Difficult to inspect
Difficult to replace
Expensive option
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Latex‐modified concrete overlays are placed at a thickness of 1‐¾ in. after ¼ in. of 
the concrete deck is removed by milling or hydrodemolition.
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Early‐age cracking compromises the overlay
Long installation time due to curing procedures
Substantially increases dead load
Requires the use of mobile mixers
Expensive option
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